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2nr existing leaded coloured glass
windows to be removed and parts set
aside glazing for reuse in repairs to
adjacent windows.
Existing openings to be widened and
lowered to form new internal doors
between proposed extension and Main
Hall space.

Existing ground levels to be regraded,
with introduction of new ramps to
provide accessible entrance to building.

Bat access vents -
installed during Phase 1.

Proposed timber
decking behind stone
wall and banked
planting.

Timber balustrading to roof terrace.

Timber-faced
steel posts.

Glazed facade.

New door opening formed
in existing wall to create
access to new roof terrace
area.

New matt black flue for wood-burning
stove.

Ex
RWP

New
RWP
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New standing seam zinc roof over
proposed extension. Zinc colour
red-brown.

Allow for new timber windows.

Ex
RWP

Allow for new external door from
Kitchen to deck.

P02 Issued for Planning WN 25.04.23

Stone faced retaining wall.

Allow for lime pointing repairs to existing
stone walls.

New Timber balustrade.

NOTES
For  new and existing levels, hard and soft landscaping proposals
and boundaries, refer to Landscape Architects drawing
'12074-LD-PLN-100 Landscape General Arrangement'

Refer to SE drawings for drainage information.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.
Install new fire-rated secondary glazing
to interior as protection between
ground and first floor spaces.

New Timber balustrade.

New Timber balustrade.
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