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New roof over proposed Plant Room extension
Existing porch lean-to structure to be removed.
Form new insulated standing seam zinc lean-to
roof  (colour red-brown)  over proposed Plant
Room extension. Make good existing slate roof
and leadwork details.

Proposed extension
Alterations to existing slate roof to for new standing
seam zinc roof over proposed extension.
Form new glazed door opening in existing south
elevation to allow access to new roof terrace from
proposed mezzanine gallery extension.

Proposed roof terrace
Proposed roof terrace over
extension. Timber deck finish with
non-slip coating, and timber
balustrade.

New rooflights
Install 5nr rooflights to north pitch of existing
church roof, within existing coomb area -
allowing natural light into Main Hall space.

New platform lift and
stair to First Floor.

Existing timber-framed,
leaded windows to be
repaired.

Existing gallery level extended by 1 & 12 bays to this line, to form
additional public spaces and access to new roof terrace.
Existing balustrade joinery to be taken down and set aside for
reinstatement to new balustrade line. Allow for new structural
strengthening between balustrade joinery panels.

Existing narrow timber
stair and tiered floor to be
removed.

Alterations to existing window
openings
Existing window openings
widened to form new doorways,
linking propose extension to Main
Hall Space.
Install new fire-rated doors and
fixed light windows overhead.

New clerestory glazing, allowing
indirect light and views into the
Main Hall space.

New Airsource Heat Pumps
Install 6 units Airsource Heat
Pumps at 1m(h) x 1m(w) x500(d)

P05 Issued for Planning WN 25.04.23

NOTES
For  new and existing levels, hard and soft landscaping proposals
and boundaries, refer to Landscape Architects drawing
'12074-LD-PLN-100 Landscape General Arrangement'

Refer to SE drawings for drainage information.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.
Install new fire-rated secondary glazing
to interior as protection between
ground and first floor spaces.

Existing leaded glass to be repaired
and fitted into new timber window
frames.
Install new fire-rated secondary glazing
to interior as protection between
ground and first floor spaces.

Existing leaded glass to be repaired
and fitted into new timber window
frames.
Install new fire-rated secondary glazing
to interior as protection between
ground and first floor spaces.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.
Install new fire-rated secondary glazing
to interior as protection between
ground and first floor spaces.

New leaded window and
timber frame.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.

Existing leaded glass to be repaired
and fitted into new timber window
frames.

Re-use and adapt
existing salvaged
balustrade.

Exposed Flue
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